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(Diagram may not represent your exact bushing assembly) SUSPE“SI@“
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If your new bushing kit does not have new shells and/or ' | For ease of installation of bushing and N
sleeves, you must reuse the original shells and /or sleeves. sleeve (or new shell when supplied)

Do not press out shells. Leave shells in arm. Remove rubber disassemble new bushing unit. (When
and sleeve from shell supplied install shell first into arm). Grease
Cam Bolt style Bushing's use a special washer on each end of 1.D. of shell. Grease bushing and install in
the sleeve. To remove these washers, use a small punch through shell. Grease sleeve and install in bushing.
peroer Qf'sleeve and tap lightly. When new washers are not supplied Note: When a control ammn shaft is used., it
in kit, originals must be reused. must be in position before installing
\ bushings and/or new shells. All washers, or

spacers on shaft must be reused, and

Grease I.D. and OD.  Grease outside flange | installed in correct location before installing
2 washers used on of bushing lightly of bushing lightlv new bushings. Retorque to factory specs.

bushing with cam bolts
must be reused \
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shell bushing /‘
IMPORTANT: \ Grease flange and |.D. /
Coat urethane bushing, sleeve of shell lightly Grease O.D. of
and shell 1.D. lightly with sleeve lightly
supplied grease. (all sufaces of - Note: ©2000 Energy Suspension. All rights reserved. [
bushi that tact tal When reusing original shells, mOI-(e Sure ins-ide May not be re rojiied in gn form, <;rb angmeans )
ushings that contact metal) surfaces are free of all old bushing material. | ey o8 oo e, N ooy Suspangion.
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sleeves, you must reuse the original shells and /or sleeves. sleeve (or new shell when supplied)
Do not press out shells. Leave shells in arm. Remove rubber disassemble new bushing unit. (When
and sleeve from shell supplied install shell first into arm). Grease
Cam Bolt style Bushing's use a special washer on each end of 1.D. of shell. Grease bushing and install in
the sleeve. To remove these washers, use a small punch through shell. Grease sleeve and install in bushing.
.cekro’rer Qflsleleve o?%l tap I|ghc’rlly. When new washers are not supplied Note: When a control arm shaft is used, it
N KIT, orginals Must be reused. must be in position before installing
\ bushings and/or new shells. All washers, or
spacers on shaft must be reused, and
Grease I.D. and OD.  Grease outside flange | installed in correct location before installing
2 washers Used on of bushing lightly of bushing lightlv new bushings. Retorque to factory specs.
bushing with cam bolts
must be reused \
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IMPORTANT: Grease flange and 1.D. /
Coat urethane bushing, sleeve of shell lightly Grease O.D. of
and shell 1.D. lightly with sleeve lightly
Note: . . |
supplied grease. (all surfaces of When reusing original shells, make sure inside ©2000 Energy Suspension. All rights reserved.
bushings that contact metal) surfaces are free of all old bushing material. | May not be reproducad, in any form, or by any means,
without the written consent of Energy Suspension.
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